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          Lecco June 7, 2014 
 
 
 
The company 
 

 Riello SpA Heating Products Direction 
 Via Risorgimento 13 

  23900 Lecco 
      ITALIA 

 
declare that the boilers with brand : Beretta  
 

          model: Mynute Boiler 28/60 B.A.I. ; Mynute Boiler 24/45 B.S.I. ; Mynute Boiler 28/60 B.S.I.  
 

are designed  and  produced   in   conformity   with    the Gas  Appliances  Directive  
2009/142/CE (ex 90/396/CEE) , the  Efficiency  Directive  92/42/CEE , the Electro-Magnetic 
Compatibility Directive 2004/108/CE , the  Low  Voltage  Directive 2006/95/CE and the 
following European Standards:.  
 
- EN 297 for type B boilers 
- EN 483 for type C boilers 
- EN 437 for test gases, test pressures and appliance categories 
- EN 625 requirements for domestic hot water operations  
- EN 60335 safety of household and similar electric appliances  
- EN 60529 protection provided by enclosures (IP code) 
- EN 61000 and EN 55014 for Electro Magnetic Compatibility 
 
In order to guarantee the conformity of the production with the CE certified types, the company 
Riello S.p.A. has put in place a production quality control based on the par. 4, Annex II of the 
Gas Appliances Directive 2009/142/CEE. 
 
Kiwa Italia S.p.A. is the notified body in charge of the production surveillance. 
 
               
                             Giuliano Conticini 

                              Executive General Manager 
                               Riello S.p.A.  

      
            


